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Lloyd's Register Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, 
referred to in this clause as 'Lloyd's Register'. Lloyd's Register assumes no responsibility and shall not be liable to any person for any loss, damage or 
expense caused by reliance on the information or advice in this document or howsoever provided, unless that person has signed a contract with the 
relevant Lloyd's Register entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms 
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Yongchang Cai

Electrical & Control - Senior Specialist to 
Lloyd's Register Canada Limited 
A member of the Lloyd's Register group

This is to certify that the undernoted product(s) has/have been tested with satisfactory results in accordance with 
the relevant requirements of the Lloyd's Register Type Approval System. 

Manufacturer Amphenol EEC Inc.

Address 1701 Birchwood Avenue, Des Plaines, IL 60018, United States

Place of Production Amphenol EEC Inc.

1701 Birchwood Avenue, Des Plaines, IL 60018, United States

Type Electrical Cable Connector

Description Electrical Connectors, Glass-to-Metal Sealing

Trade Name Starline EX AND Hermetic

Application For use in environmental categories ENV1, ENV2, ENV3, ENV4 and ENV5 as 
defined in Lloyd’s Register Test Specification No.1, December 2021. 

Specified Standard Lloyd’s Register Test Specification No.1, December2021

Ratings Rated voltages: 240VAC 
1000VAC for Single Contact Power Inserts 

See Appendix for configuration and materials. 
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Additional Tests Pressure test to 60 bar for Hermetic Receptacle Connector 
Low temperature test to –60°C 
IP 68 Ingress protection test to EN 60529 

Other Conditions Installation of this equipment for marine applications is to be in accordance 
with the Rules and Regulations for the Classification of Ships. 

Refer to the manufacturer’s documentation for explosive proof certificates for 
the connectors. 

This certificate is not valid for equipment, the design, ratings or operating parameters of which have been varied 
from the specimen tested.  The manufacturer should notify Lloyd's Register Canada Limited of any modification or 
changes to the equipment in order to obtain a valid Certificate.

The Design Appraisal Document  LR2458184TA and its supplementary Type Approval Terms and Conditions form 
part of this Certificate.
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